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1 – Linha de corte completa Jouanel com a seguinte descrição : 

 

Descrição Técnica: 

As per your request, please note our best offer for a LICO decoiling, 

straightening, slitting and cutting line with a 5-ton decoiler: 

• Useful width :1250mm 

• Capacity for steel S235JR: 2.5 mm 
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Technical description: 

A) 1 open side decoiler type DPF15005/M/EI 
 
• Useful width: 1250mm 
• Maximum coil weight: 5 tons 
• Maximum external coil Ø: 1250mm 
• Hydraulic expansion of the hub Ø 470/540  
(please specify if different) 
• Motorised with automatic speed adjustment  
(laser control) 
• control console with remote control 
 

 
 
 
A1) OPTION: loading carriage CCD50 installed  
on the decoiler DPF15005/M/EI 

 
• Capacity: 5 tons 
• Hydraulic power (up-down, forward-backward)  

 
 

A2) OPTION: 2 Supports 
• To take out the small diameter coil. 
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A3) OPTION: pressing arm Ref. DFP-BPHL 
 
• Driven by hydraulic cylinder 
• Controled via remote control  

 
A4) OPTION: radio remote control 

 

 

 

 

 
 

 

 
 
 

B) Cutting line Ref. LICOSD/LICODEC/LICOREF180 composed of: 
B1) 1 telescopic introduction table 

 

• Supports the sheet at the coil reel to facilitate infeeding for the cutting 
line. (essential for sheet metal> 1 mm) 

 

 

 

 

 

 

 

 

• This system is controlled by the hydraulic unit of the unwinder. 
 

• Equipped with a pressure roller to prepare the beginning of the coil to 
facilitate infeeding at the entry table 
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• 1 entry table with adjustable guides, (without plastic guides), width 
adjustable by wheel and counter. 

 

 

 

 

 

 

    

 
 
 
 
 
 
 
 

 
B2) 1 infeeding unit (1 motorized steel roll Ø 120 + 1 rubber roll ) 
 

B3) 1 quadruple straightening unit with 9 rolls (LICO DEC-4) 
 
• 5 motorized lower rolls Ø 120mm 
• 4 upper rolls Ø120mm with mechanical vertical adjustment equipped with 
position counters  
• Possibility to straighten from the top only 
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B5) 1 slitting unit composed of :2 motorized shafts Ø 180 spreader 
 5 sets of blades Ref. LICOCOU-240 

 

• Capacity with 4 blades = 2.5 mm for steel S235JR 

• Easy access for blade adjustment and quick extraction device for maintenance 
and blade sharping. 

• Slitting knives with reversible blades Ø 240mm. 

• Blade position setting on ruler. 

• The motorized lowering and lifting of the upper slitting shaft are for managing 
the waste after slitting, no need for operator control. 
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B6) electric guillotine shear type CGI 
 
• Useful width: 1500mm 
• Capacity: 2.5mm steel S235JR 
• Reversible blades 

 

 
 
 
 
 
 
 
 
 

 
B7) 1 automatic control console 

 
• 1 Power indicator light 
• 1 Emergency stop and reset button 
• Manual or automatic selection 
• Forward and reverse operation (in manual mode) 
• Manual cutting 
 
Digital programmer 6’’ touch-screen enabling: 

• 3600 memory programs taking into account the desired part 
lengths and quantities as well as the slitting 
• Creating, naming and saving programs 
• Automatic control of the variable speed drive to provide a good level of 
dimensional 
accuracy (+ / - 0.5 mm over 2 m) 
• Management of the slitting waste panel on the last sheet by automatic stop 
before the last transverse cutting.  
• Uncoiling speed 20 m/min (when machine is up to speed) 
• Real-time display of the lengths and cuts produced 

• Permanent automatic calculation of the material requirements per program and overall 
• Lead time indicator for each program 
• Power supply 400 volts, 3 phases + ground + neutral, 50 hertz 
 
 
 
 
 
 


